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Comparison Table

Trans-Pump Trans- Trans- Trans- Trans-Auto Trans- Trans-AMF Trans- Trans-ATS
Mini.Auto | Mini.Auto+ |Mini.Auto++ Mini.AMF Mini.ATS
Dimensions 111 x 81mm | 111 x 81Tmm| 111 x 81mm|111 x 81mm| 229 x 152mm| 111 x 81mm|229 x 152mm| 111 x 81mm|229 x 152mm
Mains Voltage N/A N/A N/A N/A N/A 3Ph 3Ph 3Ph 3Ph
Gen Voltage N/A 1Ph 3Ph 3Ph 3Ph 1Ph 3Ph 1Ph 3Ph
Load Current N/A 1Ph 1Ph 3Ph 3Ph 1Ph 3Ph - 3Ph
Mag.PickUp + [+ 1+ 1+ + - + - -
CanBus J-1939 - [+ [+ I+ + I+ + - -
Configurable Inputs 3 3 3 3 7 3 7 6 7
Remote Start Input conf conf conf conf conf conf conf - -
Oil Pressure Input | Sender or | Sender or | Senderor | Sender or Senderor | Senderor | Sender or N/A N/A
Alarm Alarm Alarm Alarm Alarm Alarm Alarm
Temperature Input | Sender or | Senderor | Senderor | Sender or Senderor | Senderor | Sender or N/A N/A
Alarm Alarm Alarm Alarm Alarm Alarm Alarm
Aux. Sender Input 1 1 1 1 2 1 2 - -
Charg.Alt.Input + + + + + + + N/A N/A
Configure Outputs 2 3 3 3 4 4 4 5 4
Crank output 1 1 1 1 1 1 1 N/A N/A
Solenoid output 1 1 1 1 1 1 1 N/A N/A
MCB out N/A N/A N/A N/A N/A + + + +
GCB out N/A conf + + + + + + +
Communication RS-232 RS-232 RS-232 RS-232 USB RS-232 USB RS-232 USB
I/O Expansion - - - - [+ - 1+ - /+
Module
Remote monitoring N/A N/A N/A N/A GSM N/A GSM N/A GSM
Modules Ethernet Ethernet Ethernet
Dial-Up Dial-Up Dial-Up
GPRS GPRS GPRS
RF RF RF
RS-485 RS-485 RS-485
Web server Web server Web server




